
Body Style: Dreadnought Cutaway

Top: Solid Sitka Spruce

Bracing: Scalloped Red Spruce

Back and Sides: Solid Rosewood

Body Finish: Gloss Lacquer

Scale Length: 25.625" (651 mm)

Neck: Mahogany

Neck Finish: Satin Lacquer

Fingerboard: Rosewood

Fingerboard Radius: 12" Radius (305 mm)

Number of Frets: 20

Position Inlays: Pearl Dots

Nut: 1.8125" (46 mm), Bone

Bridge: Rosewood

Bridge Pins: Bone

Hardware: Chrome

Machine Heads: Gotoh® Diecast
Strings:

Case: Deluxe Hardshell

Special Electronics: D-TAR® Wave-Length™ System

Unique Features:

3855606821
G-312CE Standard, Rosewood 

Dreadnought Cutaway 12-string, Natural, 
w/ Case

885978217083

3855626821
G-312CE Standard Left-Handed, 

Rosewood Dreadnought Cutaway 12-
string, Natural, w/ Case

885978217106

* Left-handed model available by order only

Confidential dealer-only pricing information.  Prices and specifications subject to change without notice. © 2012. All rights reserved.

Red spruce bracing, satin finished neck with slim profile, 
bone nut, saddle, and bridge pins

D'Addario® EXP38 Coated Phosphor Bronze (.010-.047 
Gauges) 

G-‐312CE	  Standard	  

Part	  #	   Descrip7on	   UPC	  Code	  

The Guild name is synonymous with 12-
string acoustic guitars. We’ve been 
setting the standard since the ‘60s. 

Based on the classic Guild G-312 model, 
the all-new G-312CE Standard is an 
acoustic-electric dreadnought 12-string 
with a big, bold voice. It features a solid 
Sitka spruce top with red spruce bracing 
and solid rosewood back and sides that 
produce a rich, powerful sound with an 
excellent balance of sweet, sparkling 
mids and highs and warm, focused bass.  

The slim, satin finish mahogany neck 
gives it all of the comfortable feel and 
smooth playability that players have 
come to expect from Guild, while the 
onboard 18-volt D-TAR® Wave-Length™ 
pickup system provides a transparent 
and natural sound with enhanced 
dynamic range and headroom for 
exceptional amplified performance.  

Other premium features include ivoroid 
body binding, pearl inlays, and bone nut, 
saddle, and bridge pins. 


